



	Skip to content

		
								
						
					
			
								
				
																
							[image: ]								
															

				

					

		

				
			
								
						
					
			
								
				
						
					Home
	About Us
	News
	Contact Us
	Health & Wellness

			
					
						Menu
		

			
					Home
	About Us
	News
	Contact Us
	Health & Wellness

			
				

				

					

		

				
			
								
				
					


				

				

				
				
					
			
						
						Contact us
		
					
		

				

				

					

		

							

		
					

		

							

		
				
						
					
			
								
				
			 

      
        

          
            

              	LED lighting
                  	Smart Lighting
                      	Smart LED for High Ceiling SMT
                                             
                             [image: ]

                             
                               
                              LIGHTING 

                              VOLTAGE SOURCE 

                              DLC VERSION

                              DLC CLASS
                               
                            
                               
                                Philips

                                Mean Well 

                                5.1

                                Premium 
                                

                                View Brochure
 
                            
                            
    
                                          
                        
	Intelligent LED for High Ceiling G3
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                             LIGHTING 

                             VOLTAGE SOURCE 

                              DLC VERSION

                              DLC CLASS
                               
                            
                              
                                Philips

                                Mean Well 

                                5.1

                                Premium
                                

                                View Brochure 

                             
                          

                        
	Intelligent LED for High Ceiling US
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                               LIGHTING 

                             VOLTAGE SOURCE 

                              DLC VERSION

                              DLC CLASS
                               
                            
                              
                                Philips

                                Mean Well 

                                5.1

                                Premium
                                

                               See Brochure 

                             
                          

                        
	Smart LED for High HT Ceiling
                          
                             [image: ]

                            
                              
                                LIGHTING 

                             VOLTAGE SOURCE 

                              DLC VERSION

                              DLC CLASS
                               
                            
                              
                                Philips

                                Mean Well 

                                5.1

                                Premium
                                

                                View Brochure 

                              
                            

                        
                        
	Commercial Reflector with Smart LED
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                              LIGHTING 

                             VOLTAGE SOURCE 

                              DLC VERSION

                              DLC CLASS
                               
                            
                              
                               Philips

                                Mean Well 

                                5.1

                                Premium
                                

                                View Brochure 

                             
                        

                         
                        


                    
	High Ceiling Lighting
                      	UFO LED for High Ceiling
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                             LIGHTING 

                             VOLTAGE SOURCE 

                              DLC VERSION

                              DLC CLASS
                               
                            
                              
                                Philips

                                Mean Well 

                                5.1

                                Premium
                                

                                View Brochure 

                             
                        

                        
                        
	Linear LED for High Ceilings – Red
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                              LIGHTING 

                             VOLTAGE SOURCE 

                              CERTIFICATIONS

                             SENSORS
                               
                            
                              
                                Philips

                                Mean Well 

                                DLC

                                Intensity
                                

                                View Brochure 

                              
                        

                        
                        
	Linear LED High Bay - Blanco
                          
                             [image: ]

                            
                              
                               LIGHTING 

                             VOLTAGE SOURCE 

                              CERTIFICATIONS

                             SENSORS
                               
                            
                              
                                Philips

                                Mean Well 

                                DLC

                                Intensity
                                

                                View Brochure 

                              
                        

                        
                        


                    
	Commercial Reflectors
                      	Commercial LED Reflectors
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                              LIGHTING

                              VOLTAGE 

                              CERTIFICATIONS

                              SENSORS
                               
                            
                              
                                Philips

                                Mean Well 

                                DLC

                                Photoelectric
                                

                                See Brochure 

                             
                            

                        
                        


                    
	Industrialprojectors
                      	Projecteur Industrial LED
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                             LIGHTING

                              VOLTAGE 

                              CERTIFICATIONS

                              SENSORS
                               
                            
                               
                                 Philips

                                Medium well 

                                DLC

                                DALI 
                                

                                See Brochure 
 
                              
                        

                        
	LED Flood Light NFL
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                              LIGHTING

                              VOLTAGE 

                              CERTIFICATIONS

                              SENSORS
                               
                            
                               
                                 Philips

                                Medium well 

                                DLC

                                DALI 
                                

                                See Brochure 

                            
                        

                        
                        


                    
	High Power Projectors 
                      	Projecteur High Mast LED High Power
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                                 LIGHTING

                              VOLTAGE 

                              CERTIFICATIONS

                              SENSORS
                               
                            
                               
                                 Philips

                                Mean Well 

                                DLC

                                DALI 
                                

                                See Brochure 

                              
                        

                        
                        
	Projecteur Sports LED High Power
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                                 LIGHTING

                              VOLTAGE 

                              CERTIFICATIONS

                              SENSORS
                               
                            
                               
                                 Philips

                                Mean Well 

                                DLC

                                DALI 
                                

                                See Brochure 
 
                             
                        

                        
                        


                    
	Waterproof Lighting 
                      	Luminaire LED Waterproof
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                                CERTIFICATIONS 

                                TEMPERATURE
                               
                            
                               
                                DLC, UL
 
                                -30o C to 50o C                    
                                

                                See Brochure 

                             
                        
                 
                        


                    
	 Ceiling Lights
                      	Luminaire LED from Ceiling
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                             LIGHTING 

                             VOLTAGE 

                             TEMPERATURE
                               
                            
                               
                               Philips

                                Mean Well 

                                -40o C to 60o C  
                                

                                See Brochure 
 
                            
                        

                        


                    
	Panel and Mounting Lighting MuraL
                      	Luminaire LED de Montage Mural
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                                CERTIFICATIONS 
                             
                          
                             
                              DLC, ETL 
                              
                              

                              See Brochure 

                          
                      

                        
	Panneaux LED
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                              SENSORS
                             
                          
                             
                             Dimmable 
                             

                              See Brochure 

                           
                           

                        
                        


                    


                
	
                  Lighting Controls
                  	Interruptors
                      	Self-Powered Wireless Switch (RF) Single Tipper
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                                RANGE FIELD

                                FREQUENCY
 
                                POWER

                                BUTTONS

                              
                                 
                                  50-150 pi
 ^ ^
                                  • 902 MHz
 ^ ^
                                  • Auto-generated
 ^ ^
                                  • 2 Buttons (1 flip-flop)
                                

                               Control a single device or a group of lights with single and double toggle switches AMTEK.

                               
                               See Brochure 

                                  Download Brochure 

                               
                          

                        

	Wireless Switch (RF) Self-Powered Rocker Double
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                                RANGE FIELD

                                FREQUENCY
 
                                POWER

                                BUTTONS

                              
                                 
                                  50-150 pi
 ^ ^
                                  • 902 MHz
 ^ ^
                                  • Auto-generated
 ^ ^
                                  • 4 Buttons (2 rocker)
                                

                               Control a single device or a group of lights with single and double toggle switches AMTEK.

                               
                                See Brochure 

                                  Download Brochure 

                               
                                

                          

                        
	Double Wireless Switch (RF) Self-Powered Portable
                                             
                               [image: ]

                                
                                RANGE FIELD

                                FREQUENCY
 
                                POWER

                                BUTTONS

                              
                                 
                                   50-150 pi
 © 
                                    • 902 MHz
 ^ ^
                                    • Auto-generated
 ^ ^
                                    • 4 buttons 
                                

                               Each toggle can separately control an unlimited number of
                                AMTEK controllers in range.

                                 
                                  See Brochure 

                                  Download Brochure 

                               
                                

                          

                        
	Wireless Key Card Reader (RF) Self-Powered 
                                             
                               [image: ]

                                
                                RANGE FIELD

                               FREQUENCY
 
                               POWER

                               BUTTONS

                              
                                 
                                   50-150 pi
 © 
                                    • 902 MHz
 ^ ^
                                    • Auto-generated
 ^ ^
                                    • 4 buttons (toggles)
                                

                               The device generates its own energy when a keycard is inserted or removed.

                                 
                                  See Brochure 

                                  Download Brochure 

                               
                                

                          

                        
	Wire Control Gradation 0-10V
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                                TYPE D’INTERRUPTEUR

                                TYPE
 
                                TYPE OF CHARGE

                                CAPACITY OF CHARGE

                              
                                 
                                   © Unipolar & 3 Way 
 ^ ^
                                    • Electromechanics
 ^ ^
                                    • Electronics 0-10 VCC
 0 0
                                    • 1200 VA
                                

                              Is offered as an accessory for customers who need a switch.

                                 
                                 See Brochure 

                                  Download Brochure 

                               
                                

                          

                        


                    
	Capteurs
                      	Capteur de Présence Sans Fil (RF) pour Plafond/Mur
                                           
                             [image: ]

                              
                              FRÉQUENCE

                              PORTÉE DE TRANSMISSION
 
                              PORTÉE DE DÉTECTION

                              LUMIÈRE D’OPÉRATION
                            
                               
                                 
                                  • Émetteur de RF 902

                                  • 50-100 pi.(17-33 m.)

                                  • 34 pi.(10 m.) 

                                  • 50 lux 
                              

                             Détecte les mouvements dans une zone de couverture de 360 degrés.

                            
                               Voir Brochure 

                                Télécharger Brochure 

                             
                            

                        

                      
	Capteur de Présence Sans Fil (RF) pour Mur
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                              FRÉQUENCE

                              PORTÉE DE TRANSMISSION
 
                              PORTÉE DE DÉTECTION

                              LUMIÈRE D’OPÉRATION
                            
                               
                                 
                                  •  Émetteur de RF 902

                                  • 50-100 pi.(17-33 m.)

                                  • 34 pi.(10 m.) 

                                  • 50 lux 
                              

                             Détecte
                              les mouvements dans les pièces
                              ou les couloirs souhaités avec un
                              excellent rendement.

                            
                                Voir Brochure 

                                Télécharger Brochure 

                             
                            
  
                        

                      
	Capteur de Présence Sans Fil (RF) à Haut Plafond/Mural 
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                              FRÉQUENCE

                              PORTÉE DE TRANSMISSION
 
                              PORTÉE DE DÉTECTION

                              TEMPS DE CHARGE
                            
                               
                                • EnOcean 902 MHz

                                  • 160 pi. (50 m.)

                                  • 60 pi. (18 m.)

                                  • 25 h. @200 lux 
                              

                             Contrôle précis des lumières, de la température et d'autres charges en signalant lorsqu'un espace. 

                            
                                Voir Brochure 

                                Télécharger Brochure 

                             
                              

                        

                      
	Capteur PIR Sans Fil (RF) à Gradation 0-10V Montage Sur Luminaire
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                              TENSION D’ALIMENTATION

                              CHARGE MAXIMALE
 
                              HAUTEUR DE MONTAGE

                              DIMENSIONS
                            
                               
                                 • 120, 240,277 VAC

                                  • 10 Amps.,1200 W max

                                  • Objectif standard:8-12pi

                                  • L4.03’’ W3.91’’ H2.08’ 
                              
                              

                             Fixe directement sur un luminaire déjà existant et fournit un contrôle automatique de l'éclairage. 

                            
                                Voir Brochure 

                                Télécharger Brochure 

                              
                            

                        

                      
	Capteur d’Éclairage Sans Fil (RF) Auto-Alimenté
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                              ALIMENTATION

                              PORTÉE DE MESURE
 
                              PRÉCISION TYPIQUE

                              NORME RF
                            
                               
                                  
                                  • D'énergie solaire 

                                  • 0 … 1020 lux/4 lux

                                  • +-5% à pleine échelle

                                  • EnOcean 902 MHz
                              
                              

                            Èconomise du temps, de l'énergie et de l'argent en évitant l'installation longue et coûteuse de commandes de lumière.

                             
                                Voir Brochure 

                                Télécharger Brochure 

                             
                            

                        

                      
	Capteur de Contact Sans Fil (RF) pour Portes et Fenêtres
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                              PORTÉE

                              ALIMENTATION

                              TYPE DE CAPTEUR

                              FRÉQUENCE
                            
                               
                                
                                  • 15-60 pi (5-20 m.)

                                  • Cellule solaire intégrée

                                  • Interrupteur magnétique

                                  • EnOcean 902 MHz 

                            Maximise les économies d'énergie dans les systèmes CVC en signalant sans fil l'état (ouvert / fermé)

                               
                                Voir Brochure 

                                Télécharger Brochure 

                             
                            

                        

                      


                    
	Contrôleurs
                      	Contrôleur de Zone Sans Fil Marche/Arrêt 20A
                                             
                               [image: ]

                                
                                CHAMP DE PORTÉE

                                COMMUNICATIONS RF

                                ALIMENTATION

                                CHARGE MAX.
                              
                                 
                                  • 50-150 pi

                                    • 902 MHz EnOcean

                                    • 100-277 VAC 50/60Hz

                                    • 20 Amps
                                
                                  


                               Contrôle sur commande des charges de circuit complet de 20 A d’interrupteur...

                              
                                  Voir Brochure 

                                  Télécharger Brochure 

                               
                              

                          

                          
	Contrôleur de Luminaire Sans Fil Marche/Arrêt 5A
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                                  CHAMP DE PORTÉE

                                  COMMUNICATIONS RF

                                  D'ALIMENTATION 

                                  DIMENSIONS
                                
                                   
                                     
                                      • 50-150 pi

                                      • 902 MHz EnOcean

                                      • 100-277 VAC 50/60 Hz

                                      • 2.61 x 1.73 x 1.09 in
                                  

                                 Contrôleur de tension de ligne qui permet aux lumières d'être contrôlées par des interrupteurs...

                                
                                    Voir Brochure 

                                    Télécharger Brochure 

                                  
                                

                            

                            
	 Contrôleur 20 A de Gradation 0-10 V de Zone Sans Fil
                                                 
                                   [image: ]

                                    
                                    TENSION D'ALIMENTATION

                                    CHARGE MAXIMALE

                                    CHAMP DE PORTÉE

                                      DIMENSIONS
                                    
                                  
                                     
                                      • 100-277 VAC 50 /60 Hz

                                      • 20 Amps résistive,

                                      • 50-150 pi

                                      • 2.11x1.73x1.09 in
                                    

                                  Contrôle sans fil de l’ambiance d’une pièce en atténuant les luminaires LED et fluorescents...

                                  
                                      Voir Brochure 

                                      Télécharger Brochure 

                                  
                                  

                              

                              
	Contrôleur 5 A de Gradation 0-10 V de Luminaire Sans Fil
                                                   
                                     [image: ]

                                      
                                      TENSION D'ALIMENTATION

                                      CHARGE MAXIMALE

                                      CHAMP DE PORTÉE

                                      COMMUNICATIONS RF
                                    
                                       
                                       • 100-277 VAC 50 /60 Hz

                                        • 5 AMPs toute charge

                                        • 50-150 pi

                                        • 902 MHz EnOcean 
                                      

                                     Contrôle sans fil de l’ambiance d’une pièce en atténuant les luminaires LED et fluorescents...

                                    
                                        Voir Brochure 

                                        Télécharger Brochure 

                                     
                                      

                                

                              
	Contrôleur Basse Tension Sans Fil 8 Canaux
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                                      CHAMP DE PORTÉE

                                      COMMUNICATIONS RF

                                      PUISSANCE SORTIE

                                      CANAUX DE SORTIE
                                    
                                       
                                        • 50-150 pi

                                          • 902 MHz EnOcean

                                          • 2A at 30 VAC ou DC

                                          • Forme A – N.O.

                                      
                                      

                                     Connecte des interrupteurs et des capteurs d'éclairage sans fil à des systèmes de commande...

                                      
                                       Voir Brochure 

                                        Télécharger Brochure 

                                      
                                    

                                      
   

                              
	Contrôleur de Gradation PWM à Tension Constante Sans Fil 
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                                      CHAMP DE PORTÉE

                                      COMMUNICATIONS RF

                                      D’ALIMENTATION

                                      CANAUX D’ENTRÉE
                                    
                                       
                                       • 50-150 pi

                                        • 902 MHz EnOcean

                                        • 8-28 VDC – 40 mA

                                        • 902MHz RF 
                                      

                                     Le contrôleur sans fil (AMI-WECVDC) répond aux interrupteurs d'éclairage et aux capteurs...

                                      
                                        Voir Brochure 

                                        Télécharger Brochure 

                                     
                                      

                                

                              
	Contrôleur 600 W de Gradation avec Coupure de Phase Sans Fil 
                                                   
                                     [image: ]

                                       
                                      ALIMENTATION

                                      D'ÉNERGIE

                                      COMMUNICATIONS RF

                                      CHAMP DE PORTÉE
                                    
                                       
                                         • 120 VAC or 277 VAC

                                          • Min. 1W load Max. 600 W

                                          • 902 MHz EnOcean

                                          • 50-150 feet
                                      

                                     Contrôleur d'éclairage à tension de ligne de phase adaptative qui facilite controller...

                                      
                                        Voir Brochure 

                                        Télécharger Brochure 

                                      
                                

                              



                    
                    
                    
	Bluetooth
                    	Station D'Interrupteur Mural Sans Fil (RF) Bluetooth
                                             
                             [image: ]

                              
                              COMMUNICATION

                              ALIMENTATION

                              NIVEAU DE FLAMME

                              HUMIDITÉ   
                            
                               
                                • Bluetooth (2.4 GHz)

                                  • 2 x AAA batteries (3V) 

                                  • UL 94 V-0

                                  • ≤ 90% RH
                                

                                 
                                  •

                                  • 

                                  • 
                                 

                              Dimming capabilities

                               Recalls 3 preset scenes

                               One switch links with multiple groups
                             

                             
                                Voir Brochure 

                                Télécharger Brochure 

                             
                              

                        
                       
                        
	Module d’Alimentation Sans Fil (RF) pour Maille Bluetooth
                                             
                             [image: ]

                              
                              TENSION D’ALIMENTATION

                              COURANT MÁX.

                              DIMENSIONS    

                              TCC ACCORDABLE
                            
                               
                                • 120-277 VAC 50/60 Hz

                                  • 3A 70 A courant 

                                  • 3.22’’ x 1.71’’ x 1.25’’

                                  • Yes
                                

                                 •


                                  • 
                                 
                                 

                             
                              Réglage de l'intensité maximale

                              Contrôle réseau avancé
                             

                             
                                Voir Brochure 

                                Télécharger Brochure 

                             
                              

                              
                        
 
                        
	Capteur De Lumière De Mouvement Bluetooth Mesh
                                             
                             [image: ]

                              
                              TENSION D’ALIMENTATION

                              CHARGE MAXIMALE

                              HAUTEUR DE MONTAGE 

                              CERTIFICATIONS  
                            
                               
                                • 120 VAC 50/60 Hz

                                  • 6 Amps, 600 W for LED 

                                  • 8-45 ft.(2.5-15m.)

                                  • UL8750 Safety
                                

                                 •
                                  



                                • 
                               
 • 
                               

                             
                               Activation basée applications iOS et Android

                               Rappel de scène

                               Contrôle réseau avancé
                             
                             

                             
                                Voir Brochure 

                                Télécharger Brochure 

                             
                              
                       
                        

                        
                        
                        
	Capteur Pir De Présence Bluetooth
                                             
                             [image: ]

                              
                              CAPTEUR INFRAROUGE

                              VITESSE DÉTECTABLE

                              PORTÉE DE DÉTECTION

                              DIMENSIONS
                            
                               
                                
                                  • Omnidirectionnel 

                                  • 1~10 ft./Sec.

                                  • 40 ft.

                                  • Diamètre 1.76”x2.1”  
                                

                                 •
                                  

                                • 
                               
 

                               • 
                               

                             
                               Entrée PIR 12-32 V 10 mA

                               Taille compacte qui s'adapte 

                               Logique de groupe programmable
                             
                             

                              
                                  Voir Brochure 

                                  Télécharger Brochure 

                            
                                

                        

                        


                    
                    
	Passerelle BACnet
                                         
                               [image: ]

                                
                                TENSION

                                CONSOMMATION TYPIQUE

                                COMMUNICATION

                                CHAMP DE PORTÉE
                                 
                              
                                 
                                 • 24 VAC ± 15%

                                  • 5 VA + output 

                                  • ZigBee Pro

                                  • 50-150 ft 
                                  

                               La Passerelle BACnet® d’AMTEKGateway icontrôle intelligemment, qu’elle soit sans fil ou câblée.

                              
                                Voir Brochure 

                                 Télécharger Brochure 

                             
                            

                          

                      
	Système de Mise en Service d’Éclairage Mobile
                                         
                         [image: ]

                          
                          INTERFACES SANS FIL

                          INTERFACES RÉSEAU

                          ALIMENTATION

                          DIMENSIONS
                        
                           
                           • 802.11n LAN sans fil

                            • Port Ethernet 

                            • Connecteur micro-USB

                            • 3.6”(W)x2.9”(H)x0.9”(D)
                            

                          Conçu pour faciliter
                          l'installation de commandes sans fil depuis la
                          phase de planification jusqu’à l'achèvement d'un
                          projet. 

                          
                            Voir Brochure 

                            Télécharger Brochure 

                        
                          

                    

                    
                    
	Contrôle D'Accès
                      	FR + TEMP -FRT100
                                             
                             [image: ]

                              
                              Affichage

                              Clés

                              Capteur

                              Lumière 

                            
                               
                                 • 8-pouce, 800 *1280

                                  • 1 Touche de Réinitialisation

                                  • Capteur infrarouge 

                                  • LED Blanche
                              

                             Détection de température sans contact + Reconnaissance faciale + Rapport de données

                               
                               Voir Brochure 

                                Télécharger Brochure 

                             
                              

                        

                        
	FR + TEMP -FRTP120
                                             
                             [image: ]

                              
                              Affichage

                              Clés

                              Capteur

                              Lumière

                            
                               
                                 8-pouce, 800 *1280

                                  • 1 touche de réinitialisation

                                  • Capteur infrarouge 

                                  • LED blanche
                              

                             Détection de température sans contact + Reconnaissance faciale + Rapport de données

                               
                               Voir Brochure 

                                Télécharger Brochure 

                              
                              

                        

                        
                        


                    


                
	
                  Agricultural lighting
                  	Poultry Lighting 
                      	SONI
                                           
                             [image: ]

                              
                             TECHNOLOGY

                              POWER

                              VOLTAGE

                              LUMENS

                              EFFICACY
                            
                               
                                 © LED
 ©
                                  • 9 W
 ©
                                  • 48 VDC
 ^
                                  • 1000 Real 
 ^
                                  • 111.11 lm./W
 
                             Thanks to its length and lightness, the SONI pendant luminaire
                              is an excellent choice for chicken coops with high ceilings, generating the optimal amount of lighting

                               
                               See Brochure 

                                Download Brochure 

                                Case study 

                                Installation 

                              

                            

                        
	PIKON
                           
                             [image: ]

                              
                              TECHNOLOGY

                              POWER

                              VOLTAGE

                              LUMENS

                              EFFICACY
                            
                               
                                 © LED
 ©
                                  • 9 W
 ©
                                  • 48 VDC
 ^
                                  • 1000 real
 ^
                                  • 111.11 lm./W 

                             
                              The compact design of PIKON, as well as its simple connection system and’installation on fixed tensioner, make it
                              particularly well suited to provide lighting.

                               
                                See Brochure 

                                Download Brochure 

                                Case study 

                                Installation 

                        

                            

                            
	MOREL
                           
                             [image: ]

                              
                              TECHNOLOGY

                              POWER

                              VOLTAGE

                             LUMENS

                              EFFICACY
                            
                               
                                 - LED
 ©
                                  • 10 W
 ^
                                  • 48 VDC
 ^
                                  • 760 real
 ^
                                  • 76 lm./W 

                             The lighting of the laying hen area requires special attention. Its adjustable height design allows moreL
                              to provide soft and adjustable light

                               
                                View Brochure 

                                Download Brochure 

                                Case study 

                                Installation 

                        

                            

                        
	SPOR
                            
                             [image: ]

                              
                              TECHNOLOGY

                              POWER

                              VOLTAGE

                              LUMENS

                              EFFICACY
                            
                               
                                 - LED
 ©
                                  • 9 W
 ©
                                  • 48 VDC
 ^
                                  • 959 real
 ^
                                  • 106.56 lm./W 

                             Whether mounted on a cable or directly on an E26 socket, or,
                              the versatile SPOR luminaire is an excellent choice for
                              agricultural explorations at ground level.

                               
                                See Brochure 

                                Download Brochure 

                                Case study 

                                Installation 

                            

                            

                        


                    
	Lighting for cattle   
                      	BOVINS
                       
                             [image: ]

                              
                              POWER

                              VOLTAGE

                              FREQUENCY

                              FACTOR

                              BRAND DEL
                            
                               
                                25W/30W/35W
 ©
                                • 110 / 220 VAC
 5
                                • 50/60 Hz 
 ^
                                • > 0.96 
 ^
                                • Epistar 

                             Good lighting in cattle pens and dairy farms is
                              crucial for animal welfare.It affects growth, mood and
                              behavior, as well as health in general.

                                 
                               Voir Brochure 

                                Download Brochure 

                               Installation 

                                Photometric 

                              

                            

                      
	LAITIER
                         
                               [image: ]

                                
                                POWER

                                VOLTAGE

                                FREQUENCY

                                FACTOR

                                BRAND DEL
                              
                                 
                                  25W/30W/35W
 ©
                                  • 110 / 220 VAC
 5
                                  • 50/60 Hz 
 ^
                                  • > 0.96 
 ^
                                  • Epistar 

                               Good lighting in the pens of cattle and dairy farms is crucial for the welfare of animals.It affects growth, mood and behavior, as well as health in general.

                                   
                                 Voir Brochure 

                                  Download Brochure 

                                 Installation 

                                  Photometric 

                                

                              

                        
	PORC
                         
                             [image: ]

                              
                              POWER

                              VOLTAGE

                              FREQUENCY

                              FACTOR

                              BRAND DEL
                            
                               
                                25W/30W/35W
 ©
                                • 110 / 220VAC
 5
                                • 50/60 Hz 
 ^
                                • > 0.96 
 ^
                                • Epistar 

                             Good lighting inside a pig breeding pen is crucial for
                              animal welfare.It affects the growth and reproduction rates.

                               
                                See Brochure 

                                Download Brochure 

                               Installation 

                                Photometric 

                       

                            

                      


                    
	Horticultural lighting
                      	CANNABIS
                          
                             [image: ]

                              
                              POWER

                              VOLTAGE

                              FREQUENCY

                             P.
 FACTOR
                              BRAND DEL
                            
                               
                                 640W
 ^
                                  • 110 / 277 VAC
 5
                                  • 50/60 Hz 
 ^
                                  • > 0.96 
 ^
                                  • Osram 

                             Agricultural lighting, or grow lights, is widely used in various
                              types of greenhouses, as well as in controlled indoor environments .

                               
                                See Brochure 

                               Download Brochure

                               Installation 

                                Case study 

                        

                            

                        


                    


                
	
                  Quality of Energy
                  	 Protection Transitoire
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                          The quality of the power supply relates to the regulation of the voltage, the attenuation, the filtering or the elimination of disturbances in the electric charges.
                          

                           ^ •
                            


 
                          • 
                         
 
 
                         • 
                         

                         
                          Built-in equipment surge protection

                          Protection devices

                          Distribution CA/CC
 
                           See Brochure 
      
                           
 
                    
	conditioning of’Energy
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                          A power conditioner improves the quality of the power supplied to the electrical charging equipment.
                         

                         
                           The quality of the power supply concerns voltage regulation, attenuation, filtering or suppression of disturbances.
                        

                           See Brochure 
  
                          

                    
                    
	Harmonic filters
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                          Harmonic distortions are generated by non-linear loads such as static converters, variable speed drives, etc.
                         

                         The quality of the power supply concerns the regulation of voltage, attenuation, filtering or elimination of electrical disturbances.  

                            See Brochure 
                                                        
                        

                    
                    


                
	
                  Energy Renewable
                  	Solar Energy
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                         •
                          
 
                        • 
                       
  
                       • 
                       

                         
                          Green power generation

                          Long service life

                          Solid condition: no removable parts
                          
                          

                           
                            •
                            
 
                          • 
                         
  
                         • 
                         

                        
                          Low maintenance costs

                          Easy and fast installation

                          Alternative energy backup
                          
 
                           See Brochure 
      
                           Example of Project
                            
                    
 
                    
	Eolienne Energy
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                            CAPACITY GENERATION

                            TURBINE
 EXIT
                            SPEED AVERAGE

                            ROTATION COMMENET

                            GENERATION BEGINS
                          
                           •
                            
 
                          • 
                         
  
                         • 
                         
 
                         • 
                         
 
                         • 
                         

                             
                               5000 Watts

                                1-5000 Watts.

                                5KW @11 m./s. 

                                2 m/s wind speed 

                                3 m/s wind speed 

                               
                                The AMTEK vertical axis wind turbine is the most viable and resilient renewable energy today.    
                                

                           See Brochure 
      
                           Download Brochure 
                            
                    
 
                    
                    
	Hybrid Lighting S/W
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                          AMTEK wind and solar hybrid lamps use renewable energy and are able to operate completely off-grid to provide light.
                          

                        
                           They not only use renewable energy to provide light, but they are also able to operate completely off-grid.
                          
 
                           See Brochure 
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